
Quick Reference Sheet for Painting Operations*

Is Painting Touch-Up or Non Touch-Up?

· All non-touch up painting must be done in a booth.

Does The Paint Booth Meet Regulations?

· Paint booths must be equipped with a three-stage filter system

· If the pressure drop exceeds or falls below the manufacturer’s  

  recommendations, follow these procedures:

1. Shut down the booth.

2. Change filters.

3. Re-start the system.

4. Re-read the pressure drop.

5. If pressure drop is back in recommended range then proceed, if not,

6. Shut down and contact EMD/SEA immediately.

· Do not paint if pressure drop is not within limits.

How Is The Paint Going To Be Applied?

Table 1.  Approved Coating Application Techniques

	Non Touch-up Painting a
	Touch-up Painting

	High Volume Low Pressure (HVLP) paint guns b
	HVLP Touch-up paint guns c

	Aerosol
	Aerosol

	Brush/roller
	Brush/roller

	
	Power Packs

	
	Cotton-tipped swab application


a  All non touch-up painting must be conducted in a paint booth. 

b  HVLP paint guns must operate at 10.0 psig of atomizing air pressure or less  at the air cap.

c  All HVLP touch-up paint guns must have a cup size of 8.0 fluid ounces or  less.

Does The Coating Meet Regulatory Requirements?

· Do not use paints unless listed in the 509 manual.

Table 2.  Aerospace NESHAP Coating Composition Requirements

	Coating Type
	Maximum Content, as Applied a

	
	Organic HAP Content
	Organic VOC Content

	
	gram/liter
	lb/gallon
	gram/liter
	lb/gallon

	Primers
	350
	2.9
	350
	2.9

	Topcoats (including self-priming)
	420
	3.5
	420
	3.5


1  
Organic HAP/VOC content as applied includes the addition of thinner.  To ensure compliance with these limits, thinning of aerospace coatings at MCAS New River is not permitted.














What Are The Approved Methods Of Spray-gun Cleaning?

Guns must be cleaned by one of the following methods:

· Enclosed System Cleaning:  Place gun in enclosed paint gun cleaner and make necessary hose attachments.  Paint gun cleaner must be kept closed during operation and at all times except when depositing or removing paint guns.
Enclosed system cleaners must be visually inspected for leaks while in operation once per month and inspection records must be maintained.  If leaks are detected, the cleaner may not be used again until leaks are repaired.  If leaks are not repaired within 15 days, the solvent must be drained from the cleaner and collected in a closed container.

· Disassembled Cleaning:  Take the gun apart and clean either by hand or by soaking.  If a solvent vat is used, it must remain closed at all times except during use.  

· Non-atomized Cleaning: Clean the paint spray gun by placing solvent into the pressure pot or cup and forcing solvent through the spray gun into a suitable waste container.  Do not atomize the effluent.  The waste container shall be closed when not in use to prevent solvent evaporation.
Note:  Soaking guns in solvent may weaken or deteriorate its seals, thus shortening the useful life of the gun.
*  See SOP for Aerospace NESHAP Activities or Aerospace NESHAP Compliance Manual for any exemptions to these guidelines


